PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
45 LSTREET NE
WASHINGTON D.C. 20554

News media information 202-418-0500
Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-02379 Wednesday July 7, 2021

Satellite Communications Services

re: Satellite Radio Applications Accepted For Filing

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission
reserves the right to return any of the applications if, upon further examination, it is determined they are defective and
not in conformance with the Commission's Rules and Regulations and its Policies. Final action will not be taken on any
of these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b). All applications accepted
for filing will be assigned call signs, or other unique station identifiers. However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

SES-LIC-20210603-00907 E E210118 GCI Communication Corp.
Application for Authority
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service
SITE ID: 1
LOCATION: 110 Main Street, Ambler, AK
67°5"'17.76 " N LAT. 157 °51'35.83 " W LONG.
ANTENNA ID: 1 3.8 meters GC Satcom 2385
3700.0000 - 4200.0000 MHz 45K0GTW - Phase Modulated Voice, Video, and data
services
3700.0000 - 4200.0000 MHz 36MOG7W Phase Modulated Voice, Video, and data
services
5925.0000 - 6425.0000 MHz 45K0GTW - 54.57 dBW Phase Modulated Voice, Video, and data
services
3700.0000 - 4200.0000 MHz 45KOD7W - Phase and Amplitude modulated voice,
video, and date services
3700.0000 - 4200.0000 MHz 36MOD7W Phase and Amplitude modulated voice,
video, and date services
5925.0000 - 6425.0000 MHz 45KOD7W - 54.70 dBW Phase and Amplitude modulated voice,

video, and date services
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5925.0000 - 6425.0000 MHz

Points of Communication:

1 - PERMITTED LIST - ()

36MOD7W 72.22 dBW

Phase and Amplitude modulated voice,
video, and date services

SES-LIC-20210603-00908 E E210119
Application for Authority

GCI Communication Corp.

Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

SITE ID: 1

LOCATION: 8 Bering Street, Northwest Arctic, Kivalina, AK

67 °43"'42.29 " N LAT.

ANTENNA ID: 1 3.8 meters

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

Points of Communication:

1 - PERMITTED LIST - ()

164 ©32'39.40 " W LONG.

GD Satcom

45K0G7W -

36MOG7TW

45K0G7W - 54.57 dBW

36MOG7TW 72.22 dBW

45K0D7W -

36MOD7W

45K0D7W - 54.70 dBW

36MOD7W 72.22 dBW

2385

Phase Modulated Voice, Video, and data
services

Phase Modulated Voice, Video, and data
services

Phase Modulated Voice, Video, and data
services

Amplitude and Angle Modulated Voice,
Video, and data services

Phase and Amplitude modulated voice,
video, and date services

Phase and Amplitude modulated voice,
video, and date services

Phase and Amplitude modulated voice,
video, and date services

Phase and Amplitude modulated voice,
video, and date services

SES-LIC-20210603-00909 E E210120
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

GCI Communication Corp.
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SITE ID: 1
LOCATION: 23 Main Street, Northwest Arctic, Deering, AK

66°4"'31.64 " N LAT. 162 °43'25.00 " W LONG.
ANTENNA ID: 1 3.8 meters GC Satcom 2385
3700.0000 - 4200.0000 MHz 45K0GTW - Phase Modulated Voice, Video, and data
services
3700.0000 - 4200.0000 MHz 36MOG7W Phase Modulated Voice, Video, and data
services
5925.0000 - 6425.0000 MHz 45K0GTW - 54.57 dBW Phase Modulated Voice, Video, and data
services
5925.0000 - 6425.0000 MHz 36MOG7W 72.22 dBW Phase Modulated Voice, Video, and data
services
3700.0000 - 4200.0000 MHz 45K0D7W - Phase and Amplitude modulated voice,

video, and date services

3700.0000 - 4200.0000 MHz 36MOD7W Phase and Amplitude modulated voice,
video, and date services

5925.0000 - 6425.0000 MHz 45K0D7W - 54.70 dBW Phase and Amplitude modulated voice,
video, and date services

5925.0000 - 6425.0000 MHz 36M0OD7W 72.22 dBW Phase and Amplitude modulated voice,
video, and date services

Points of Communication:

1 - PERMITTED LIST - ()

SES-LIC-20210603-00910 E E210121 GCI Communication Corp.
Application for Authority
Class of Station: Fixed Earth Stations
Nature of Service: Fixed Satellite Service
SITE ID: 1
LOCATION: 800 Back Street, Northwest Arctic, Shungnak, AK
66 °53'13.23 " N LAT. 157 °8'22.55" W LONG.
ANTENNA ID: 1 3.8 meters GD Satcom 2385
3700.0000 - 4200.0000 MHz 45K0GTW - Phase Modulated Voice, Video, and data
services
3700.0000 - 4200.0000 MHz 36MOG7W Phase Modulated Voice, Video, and data
services
5925.0000 - 6425.0000 MHz 45K0GTW - 54.57 dBW Phase Modulated Voice, Video, and data

services
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5925.0000 - 6425.0000 MHz 36M0OG7TW 72.22 dBW Phase Modulated Voice, Video, and data

services

3700.0000 - 4200.0000 MHz 45KOD7W - Phase and Amplitude modulated voice,
video, and date services

3700.0000 - 4200.0000 MHz 36MOD7W Phase and Amplitude modulated voice,
video, and date services

5925.0000 - 6425.0000 MHz 45KOD7W - 54.57 dBW Phase and Amplitude modulated voice,
video, and date services

5925.0000 - 6425.0000 MHz 36MOD7W 72.22 dBW Phase and Amplitude modulated voice,
video, and date services

Points of Communication:

1 - PERMITTED LIST - ()

SES-MFS-20210423-00730 E E960207 SES Americom, Inc.
Modification

Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service, International Fixed Satellite Service

SES Americom, Inc. requests modification of its fixed earth station in Sunset Beach, HI to update the geographic coordinates and change the
emission designator to communicate with Permitted List satellites in the 5925-6425 MHz and 6425.5-6483 MHz (Earth-to-space), and
3700-4200 MHz (space-to-Earth) frequency bands.

S :
nggli]'l)"lON: éOMSAT ACCESS ROAD, HONOLULU, SUNSET BEACH, HI
21°40'15.40 " N LAT. 158 °1'56.40 " W LONG.
ANTENNA ID: 1 11 meters VERTEX 11KPC
6425.5000 - 6483.0000 MHz 36M0OG7TW 85.40 dBW Digital Data
6334.0000 - 6425.0000 MHz 36MOG7TW 85.40 dBW Digital Data
5925.0000 - 6425.0000 MHz 36M0OG7TW 78.40 dBW Digital Data
5925.0000 - 6178.0000 MHz 36MOG7TW 85.40 dBW Digital Data
3700.0000 - 4200.0000 MHz 36M0OG7TW Digital Data

Points of Communication:

1 - PERMITTED LIST - ()

SES-MOD-20210303-00414 E E050345 GUSA Licensee LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service
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GUSA Licensee LLC (together with its parent Globalstar Inc., (Globalstar)) requests modification of its feeder link earth station antenna in
Wasilla, AK to operate a second-generation feeder link earth station antenna under this license to transmit a new waveform in the 5091-5250
MHz (Earth-to-space) and 6875-7055 MHz (space-to-Earth) frequency bands.

SITE ID: 1

LOCATION: 1301 W. WINTER CT. (WSLA-3), Matanuska-Susitna, Wasilla, AK
61°35'24.90 " N LAT.

ANTENNAID:  WSLRFT3

6875.0000 - 7055.0000 MHz

6875.0000 - 7055.0000 MHz

6875.0000 - 7055.0000 MHz

6875.0000 - 7055.0000 MHz

6875.0000 - 7055.0000 MHz

6875.0000 - 7055.0000 MHz

6875.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

149 °29'9.60 " W LONG.

COBHAM SATCOM

2M50G2D

IM23G7TW

NON

2M46GTW

2M46G2W

IM23XXX

IM23G2W

NON

IM23XXX

IM23G7TW

2M46GTW

2M46G2W

IM23XXX

IM23G2W

4M50G7D

2M50G2D

IM23G2W

59.00 dBW

59.00 dBW

55.00 dBW

55.00 dBW

55.00 dBW

59.00 dBW

55.00 dBW

72.20 dBW
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SEATEL TRACKER T6000

Direct-sequence CDMA for single-carrier
telemetry data

CDMA voice and data

Unmodulated CW for testing

Wideband CDMA voice and data

Wideband CDMA for single-carrier
AMSS

White-noise-modulated carrier for testing

Direct-sequence CDMA for single-carrier
AMSS

Unmodulated CW for testing; maximum
EIRP density per carrier is 59.0 dBW in
any bandwidth.

White noise modulated carrier for testing

CDMA voice and data

Wideband CDMA voice and data

Wideband CDMA for single-carrier
AMSS

‘White-noise-modulated carrier for testing

Direct-sequence CDMA for single-carrier
AMSS

Burst mode packet data with
&#960;/2-BPSK modulation

Direct-sequence CDMA for single-carrier
telemetry data

Direct-sequence CDMA for single-carrier
AMSS



6900.0000 - 7055.0000 MHz 280KG7D Burst mode packet data with BPSK

modulation

6900.0000 - 7055.0000 MHz 230KG7D Burst mode packet data with BPSK
modulation

6900.0000 - 7055.0000 MHz 200KG7D Burst mode packet data with BPSK
modulation

6900.0000 - 7055.0000 MHz IM23XXX White noise modulated carrier for testing

6900.0000 - 7055.0000 MHz 2M46G2W Wideband CDMA for single-carrier
AMSS

6900.0000 - 7055.0000 MHz 2M46GTW Wideband CDMA voice and data

6900.0000 - 7055.0000 MHz NON Unmodulated CW for testing

6900.0000 - 7055.0000 MHz IM23G7TW CDMA voice and data

Points of Communication:

1 - GLOBALSTAR (S2115) - (NGSO)

1 - GLOBALSTAR 2.0 - (NGSO)

SES-MOD-20210303-00415 E EO050346 GUSA Licensee LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

GUSA Licensee LLC (together with its parent Globalstar Inc., (Globalstar)) requests modification of its feeder link earth station antenna in
Wasilla, AK to operate a second-generation feeder link earth station antenna under this license to transmit a new waveform in the 5091-5250
MHz (Earth-to-space) and 6875-7055 MHz (space-to-Earth) frequency bands.

SITE ID: 1
LOCATION: 1301 W. Winter Ct. (WSLA-2), Matanuska-Susitna, Wasilla, AK
61°35"'24.10 " N LAT. 149 °29'6.00 " W LONG.
ANTENNA ID:  WSL RFT2 6 meters COBHAM SATCOM SEATEL TRACKER T6000
6875.0000 - 7055.0000 MHz 2M50G2D Direct-sequence CDMA for single-carrier
telemetry data
6875.0000 - 7055.0000 MHz IM23G2W Direct-sequence CDMA for single-carrier
AMSS
6875.0000 - 7055.0000 MHz IM23G7TW CDMA voice and data
6875.0000 - 7055.0000 MHz NON Unmodulated CW for testing
6875.0000 - 7055.0000 MHz 2M46GTW Wideband CDMA voice and data
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6875.0000 - 7055.0000 MHz

6875.0000 - 7055.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

5096.0000 - 5250.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

6900.0000 - 7055.0000 MHz

2M46G2W

IM23XXX

NON

IM23XXX

IM23G7TW

IM23G2W

IM23G7TW

2M46GTW

IM23XXX

1IM23G2W

NON

2M46G2W

4M50G7D

2M50G2D

IM23G2W

280KG7D

230KG7D

200KG7D

IM23XXX

59.00 dBW

59.00 dBW

55.00 dBW

55.00 dBW

55.00 dBW

55.00 dBW

59.00 dBW

55.00 dBW

59.00 dBW

55.00 dBW

72.20 dBW
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Wideband CDMA for single-carrier
AMSS

‘White-noise-modulated carrier for testing

Unmodulated CW for testing; maximum
EIRP density per carrier is 59.0 dBW in
any bandwidth.

White noise modulated carrier for testing

CDMA voice and data: QPSK waveform
consists of multiple direct-sequence
spread-spectrum 1.23 Mchip/sec
channels whose carriers are uniformly
spaced.

Direct-sequence CDMA for single-carrier
AMSS

CDMA voice and data

Wideband CDMA voice and data

White noise modulated carrier for testing

Direct-sequence CDMA for single-carrier
AMSS

Unmodulated CW for testing; maximum
EIRP density per carrier is 59.0 dBW in
any bandwidth.

Wideband CDMA for single-carrier
AMSS

Burst mode packet data with
&#960;/2-BPSK modulation

Direct-sequence CDMA for single-carrier
telemetry data

Direct-sequence CDMA for single-carrier
AMSS

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation

Burst mode packet data with BPSK
modulation

White noise modulated carrier for testing



6900.0000 - 7055.0000 MHz 2M46G2W Wideband CDMA for single-carrier

AMSS
6900.0000 - 7055.0000 MHz 2M46GTW Wideband CDMA voice and data
6900.0000 - 7055.0000 MHz NON Unmodulated CW for testing
6900.0000 - 7055.0000 MHz IM23G7TW CDMA voice and data

Points of Communication:

1 - GLOBALSTAR (S2115) - (NGSO)

1 - GLOBALSTAR 2.0 - (NGSO)

SES-MOD-20210628-00993 E EO050018 Newcom International, Inc.
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Newcom International, Inc. requests modification of its fixed earth station in Miami, FL to add a 5.6-meter and a 6.1-meter antenna to
communicate with Permitted List satellites in the 14.0-14.5 GHz (Earth-to-space) and 11.7-12.2 GHz (space-to-Earth) frequency bands.

SITE ID: 1
LOCATION: 15590 N.W. 15TH AVE., DADE, MIAMI, FL
25°54'59.30 " N LAT. 80°13'29.20 " W LONG.
ANTENNAID: 45C 4.5 meters ANDREW CORPORATION 4.5 Meter

6391.0000 - 6425.0000 MHz 34MOG7TW 67.70 dBW digital modulation, voice and data
services

6391.0000 - 6425.0000 MHz 128KG7D 59.00 dBW digital modulation, voice and data
services

6331.0000 - 6359.0000 MHz 28MOG7W 67.70 dBW digital modulation, voice and data
services

6331.0000 - 6359.0000 MHz 128KG7D 59.00 dBW digital modulation, voice and data
services

6272.0000 - 6299.0000 MHz 27TMOG7TW 67.70 dBW digital modulation, voice and data
services

6272.0000 - 6299.0000 MHz 128KG7D 59.00 dBW digital modulation, voice and data
services

6168.0000 - 6240.0000 MHz 45MO0G7TW 67.70 dBW digital modulation, voice and data
services

6168.0000 - 6240.0000 MHz 128KG7D 59.00 dBW digital modulation, voice and data
services
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6079.0000 - 6107.0000 MHz

6079.0000 - 6107.0000 MHz

6020.0000 - 6047.0000 MHz

6020.0000 - 6047.0000 MHz

5961.0000 - 5988.0000 MHz

5961.0000 - 5988.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 5929.0000 MHz

5925.0000 - 5929.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

ANTENNAID: 4.5Ku

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

ANTENNAID: ES3

14000.0000 - 14500.0000 MHz

4.5 meters

4.6 meters

28MOG7TW 67.70 dBW
128KG7D 59.00 dBW
27TMO0GTW 67.70 dBW
128KG7D 59.00 dBW
27TMO0GTW 67.70 dBW
128KG7D 59.00 dBW
45MOG7TW 67.70 dBW
128KG7D 52.80 dBW
4MO0G7TW 59.00 dBW
128KG7D 67.70 dBW
45MOG7TW
128KG7D

ANDREW CORPORATION
128KG7D 54.95 dBW
45MOG7TW 74.86 dBW
128KG7D
45MOG7TW 0.00 dBW

ANDREW CORPORATION
128KG7D 56.05 dBW
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digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation. voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

ES45MP-1

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

digital modulation, voice and data
services

ES46MP-1

digital w/various modulation, forward

error correction, and data rate
configurations



14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

ANTENNAID: ES2C

6391.0000 - 6425.0000 MHz

6391.0000 - 6425.0000 MHz

6331.0000 - 6359.0000 MHz

6331.0000 - 6359.0000 MHz

6272.0000 - 6299.0000 MHz

6272.0000 - 6299.0000 MHz

6168.0000 - 6240.0000 MHz

6168.0000 - 6240.0000 MHz

6079.0000 - 6107.0000 MHz

6079.0000 - 6107.0000 MHz

6020.0000 - 6047.0000 MHz

4.5 meters

45MOG7TW 75.96 dBW
128KG7D

45MOG7TW

ANDREW CORPORATION

128KG7D 59.00 dBW
34MOG7TW 67.70 dBW
128KG7D 59.00 dBW
28MOG7TW 67.70 dBW
128KG7D 59.00 dBW
27TMO0GTW 67.70 dBW
128KG7D 59.00 dBW
45MOG7TW 67.70 dBW
128KG7D 59.00 dBW
28MOG7TW 67.70 dBW
128KG7TW 59.00 dBW
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digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

ES45MP-1

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations



6020.0000 - 6047.0000 MHz

5961.0000 - 5988.0000 MHz

5961.0000 - 5988.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 5929.0000 MHz

5925.0000 - 5929.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

ANTENNAID:  ES 2Ku

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

13750.0000 - 14000.0000 MHz

13750.0000 - 14000.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

4.5 meters

27TMO0GTW 67.70 dBW
128KG7D 59.00 dBW
27TMO0GTW 67.70 dBW
128KG7D 52.80 dBW
45MOG7TW 67.70 dBW
45MOGTW 49.00 dBW
128KG7D 67.70 dBW
128KG7D

45MOG7TW

ANDREW CORPORATION

128KG7D 54.95 dBW
45MOG7TW 74.86 dBW
128KG7D 55.00 dBW
36MOG7TW 74.90 dBW
128KG7D

45MOG7TW
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digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

ES45MP-1

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations

DIGITAL MODULATION, VOICE
AND DATA SERVICES

DIGITAL MODULATION, VOICE
AND DATA SERVICES

digital w/various modulation, forward
error correction, and data rate
configurations

digital w/various modulation, forward
error correction, and data rate
configurations



ANTENNAID:  ES 4KU

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

ANTENNA ID:

ES 5KU

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

ANTENNA ID:

V240MC

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

ANTENNA ID:

V249MTC

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

ANTENNA ID:

9797BC

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

ANTENNA ID:

1251C

6419.9650 - 6425.0000 MHz

6167.9250 - 6182.0650 MHz

5925.0000 - 5930.2000 MHz

ANTENNA ID:

VERTEX

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

8.1 meters GENERAL DYNAMICS
(VERTEX/RSI)
128KG7D 60.75 dBW
45MOGTW 81.50 dBW
128KG7D 0.00 dBW
45MOGTW
3.8 meters PRDELIN
128KG7D 54.25 dBW
45MOGTW 65.96 dBW
128KG7D
45MOGTW
2.4 meters INTELLIAN
IMO00G7D 48.90 dBBW
20M0G7D 61.90 dBW
2.4 meters INTELLIAN
1IM0O0G7D 48.90 dBW
20MO0G7D 61.90 dBW
2.4 meters SEATEL
IMO00G7D 48.90 dBBW
20M0G7D 57.00 dBW
2.4 meters PRODELIN
299KG7TW 44.90 dBW
299KG7TW 44.90 dBBW
299KG7TW 44.90 dBW
13 meters VERTEX
160MD7W 74.70 dBW
160MD7W
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GD 8.1

DIGITAL

DIGITAL

DIGITAL

DIGITAL

1385

DIGITAL

DIGITAL

DIGITAL

DIGITAL

V240M

DIGITAL

DIGITAL

V240MT

DIGITAL

DIGITAL

9797B

DIGITAL

DIGITAL

1251

DIGITAL

DIGITAL

DIGITAL

K13K

DIGITAL

DIGITAL



ANTENNAID:  ASCS5.6 5.6 meters ASC SIGNAL 5.6MESA

14000.0000 - 14500.0000 MHz IM23G7TW 68.00 dBW Data
14000.0000 - 14500.0000 MHz 36MOG7TW 82.60 dBW Data
14000.0000 - 14500.0000 MHz 51K2G7TW 54.17 dBW Data
14000.0000 - 14500.0000 MHz 578KGTW 64.70 dBW Data
11700.0000 - 12200.0000 MHz IM23G7TW Data
11700.0000 - 12200.0000 MHz 51K2G7W Data
ANTENNAID:  VTEXe6.1 6.1 meters VERTEX 6.1KPK
14000.0000 - 14500.0000 MHz 1IM20G7D 68.07 dBW Data
14000.0000 - 14500.0000 MHz 36M0OG7D 82.84 dBW Data
11700.0000 - 12200.0000 MHz 150KG7D Data
11700.0000 - 12200.0000 MHz IM75G7D Data

Points of Communication:

1 - AMAZONAS 1 (S2622) - (61 W.L.)

1 - AMAZONAS 2 (S2793) - (61 W.L.)

1 - EUTELSAT115WB(S2938) - (114.9 W.L.)

1 - HISPASAT - (30.0 W.L.)

1 - Intelsat 904(S2408) - (29.5)

1 - NSS-7 (S2854) - 20 W.L.)

1 - PERMITTED LIST - ()

1 - SOLIDARIDAD F-2 - (113.0 W.L.)

For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 1-888-835-5322.
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